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Fastener Tightening Specifications

| Specification |

Application | Meric || English |

|Engine Protection Shield Nut [ 1oNm || 89Ibin |
|Engine Shield Bolts | 2Nm ||  18Ibin |
|Fender Liner Screws | 4Nm ||  35lbin |
|Front Suspension Crossmember Support Bracket to Body Bolts | 1oNm || 89lbin |
|Front Suspension Crossmember to Body Bolts | 155Nm || 1141bft |
|Front Suspension Crossmember to Transmission Front Mount Bolts | soNm || 37Ibft |
|Front Suspension Crossmember to Transmission Rear Mount Bolt | 120Nm || 81lbft |
[Mud Guard Bolts | 120Nm || 81lbft |
[Outer Tie Rod to Knuckle Nut [ 17oNm || 1251bft |
[Power Steering Gear to Front Suspension Crossmember Bolts [ soNm || 37lbft |
[Rear Support to Body Bolts [ 120Nm ||  8ilbft |
|Stabilizer Link Nuts | esNm || 48Ibft |
|Stabilizer Shaft Clamp to Front Suspension Crossmember Bolts | soNm ||  37lbft |
[Transmission Front Mount to Transmission Bolt | soNm || 37Ibft |
|Wheel Nuts | 125Nm || 92Ibft |
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