
8 mm 0.6 N·m 5 lb in

10 mm 1.1 N·m 10 lb in

12 mm 1.5 N·m 13 lb in

14 mm 2.3 N·m 20 lb in

16 mm 3.4 N·m 30 lb in

20 mm 5.5 N·m 49 lb in

24 mm 8.5 N·m 75 lb in

English Prevailing Torque Fastener Minimum Torque Development

Application

Specification

Metric English

All Metal Prevailing Torque Fasteners

1/4 in 0.5 N·m 4.5 lb in

5/16 in 0.8 N·m 7.5 lb in

3/8 in 1.3 N·m 11.5 lb in

7/16 in 1.8 N·m 16 lb in

1/2 in 2.3 N·m 20 lb in

9/16 in 3.2 N·m 28 lb in

5/8 in 4 N·m 36 lb in

3/4 in 7 N·m 54 lb in

Nylon Interface Prevailing Torque Fasteners

1/4 in 0.3 N·m 3 lb in

5/16 in 0.6 N·m 5 lb in

3/8 in 1 N·m 9 lb in

7/16 in 1.3 N·m 12 lb in

1/2 in 1.8 N·m 16 lb in

9/16 in 2.5 N·m 22 lb in

5/8 in 3.4 N·m 30 lb in

3/4 in 5 N·m 45 lb in
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