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INTRODUCTION

EAU10100

m Yamaha'’s vast experience and newest technology regarding the design
ave earned Yamaha a reputation for dependability.

1ly, so as to enjoy all advantages of your XVS125. The owner's manual
't and maintain your motorcycle, but also in how to safeguard yourself and

help keep your motorcycle in the best possible condition. If you have any
‘amaha dealer.
asant rides. So, remember to put safety first!

"
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MATION

EAU10150

n this manual by the following notations:
eans ATTENTION! BECOME ALERT! YOUR SAFETY IS INVOLVED!

instructions could result in severe injury or death to the motorcy-
r a person inspecting or repairing the motorcycle.

ial precautions that must be taken to avoid damage to the motor-

ation to make procedures easier or clearer.

nt part of this motorcycle and should remain with it even if the motorcycle

roduct design and quality. Therefore, while this manual contains the most
1e of printing, there may be minor discrepancies between your motorcycle
)ncerning this manual, please consult your Yamaha dealer.

EWA10030

\D COMPLETELY BEFORE OPERATING THIS MOTORCYCLE.

b
o
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IMPORTANT MANUAL INFORMATION

XVS125

OWNER’S MANUAL
3 by Yamaha Motor Co., Ltd.
1st edition, May 2003

All rights reserved.
printing or unauthorized use
ut the written permission of
‘famaha Motor Co., Ltd.
s expressly prohibited.

Printed in Japan.

%
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Y BY MECHANICAL CONDI-
NS.

ing

ays make  pre-operation
cks. Careful checks may help
vent an accident.

s motorcycle is designed to car-
e operator and a passenger.

' failure of motorists to detect
 recognize motorcycles in traf-
s the predominating cause of
ymobile/motorcycle accidents.
1y accidents have been caused
an automobile driver who did
see the motorcycle. Making
rself conspicuous appears to
very effective in reducing the
nce of this type of accident.
refore:

Vear a brightly colored jacket.
se extra caution when ap-
roaching and passing through
tersections, since intersec-
ons are the most likely places
r motorcycle accidents to oc-
ur.

1-1

%

Ride where other motorists can
see you. Avoid riding in another
motorist’s blind spot.

® Many motorcycle accidents in-
volve inexperienced operators. In
fact, many operators who have
been involved in accidents do not
even have a current motorcycle li-
cense.

Make sure that you are qualified
and that you only lend your mo-
torcycle to other qualified opera-
tors.

Know vyour skills and limits.
Staying within your limits may
help you to avoid an accident.
We recommend that you prac-
tice riding your motorcycle
where there is no traffic until you
have become thoroughly famil-
iar with the motorcycle and all of
its controls.

e Many motorcycle accidents have
been caused by error of the motor-
cycle operator. A typical error
made by the operator is veering

nil
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SAFETY INFORMATION

ohol or other drugs.

s motorcycle is designed for
road use only, therefore, it is
- suitable for off-road use.

live apparel

jority of fatalities from motorcy-
dents are the result of head in-
he use of a safety helmet is the
nost critical factor in the preven-
eduction of head injuries.

vays wear an approved helmet.
ar a face shield or goggles.
nd in your unprotected eyes
Ild contribute to an impairment
vision which could delay seeing
azard.

e use of a jacket, heavy boots,
users, gloves, etc., is effective in
venting or reducing abrasions
acerations.

ver wear loose-fitting clothes,
erwise they could catch on the
itrol levers, footrests, or wheels
1 cause injury or an accident.
ver touch the engine or exhaust
tem during or after operation.

1-2

%

They become very hot and can
cause burns. Always wear protec-
tive clothing that covers your legs,
ankles, and feet.
® Passengers should also observe
the precautions mentioned above.
Modifications
Modifications made to this motorcycle
not approved by Yamaha, or the re-
moval of original equipment, may ren-
der the motorcycle unsafe for use and
may cause severe personal injury.
Modifications may also make your mo-
torcycle illegal to use.
Loading and accessories
Adding accessories or cargo to your
motorcycle can adversely affect stabili-
ty and handling if the weight distribution
of the motorcycle is changed. To avoid
the possibility of an accident, use ex-
treme caution when adding cargo or
accessories to your motorcycle. Use
extra care when riding a motorcycle
that has added cargo or accessories.
Here are some general guidelines to
follow if loading cargo or adding acces-

nil
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ate unstable handling or slow
ring response.
ries
' Yamaha accessories have
ecifically designed for use on
orcycle. Since Yamaha cannot
ther accessories that may be
2, you must personally be re-
e for the proper selection, in-
1 and use of non-Yamaha
ries. Use extreme caution
lecting and installing any ac-
S.
e following guidelines in mind,
s those provided under “Load-
n mounting accessories.
rer install accessories or carry
jo that would impair the perfor-
1ce of your motorcycle. Care-
 inspect the accessory before
g it to make sure that it does
in any way reduce ground
yrance or cornering clearance,
L suspension travel, steering
el or control operation, or ob-
re lights or reflectors.

1-3

%

« Accessories fitted to the handle-

bar or the front fork area can
create instability due to improper
weight distribution or aerody-
namic changes. If accessories
are added to the handlebar or
front fork area, they must be as
lightweight as possible and
should be kept to a minimum.
Bulky or large accessories may
seriously affect the stability of
the motorcycle due to aerody-
namic effects. Wind may at-
tempt to lift the motorcycle, or
the motorcycle may become un-
stable in cross winds. These ac-
cessories may also cause
instability when passing or being
passed by large vehicles.
Certain accessories can dis-
place the operator from his or
her normal riding position. This
improper position limits the free-
dom of movement of the opera-
tor and may limit control ability,
therefore, such accessories are

nil
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SAFETY INFORMATION

vays turn the engine off before
ving the motorcycle unattended
i remove the key from the main
tch. When parking the motorcy-
, note the following:

"he engine and exhaust system
nay be hot, therefore, park the
notorcycle in a place where pe-
lestrians or children are not like-
y to touch these hot areas.

Do not park the motorcycle on a
slope or soft ground, otherwise it
nay fall over.

Jo not park the motorcycle near
1 flammable source (e.g. a kero-
sene heater, or near an open
lame), otherwise it could catch
ire.

ien transporting the motorcycle
another vehicle, make sure that
5 kept upright and that the fuel
k is turned to “ON” or “RES”
- vacuum type) / “OFF” (for
nual type). If it should lean over,
soline may leak out of the carbu-
or or fuel tank.

1-4

%

e If you should swallow any gaso-
line, inhale a lot of gasoline vapor,
or allow gasoline to get into your
eyes, see your doctor immediate-
ly. If any gasoline spills on your -
skin or clothing, immediately wash

the affected area with soap and
water and change your clothes.

nil
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NSTRUMENT AND CONTROL FUNCTIONS

EAU10680

ering is locked, and all electrical
5 are off. The key can be re-

the steering

e handlebars all the way to the

sh the key in from the “OFF” po-
on, and then turn it to “LOCK”
ile still pushing it.

move the key.

ck the steering

e key in, and then turn it to
vhile still pushing it.

3-1

%

EWA10060
Never turn the key to “OFF” or
“LOCK” while the vehicle is moving,
otherwise the electrical systems will
be switched off, which may result in
loss of control or an accident. Make
sure that the vehicle is stopped be-
fore turning the key to “OFF” or
“LOCK”.

EAU10880
P< (Parking)
The steering is locked, and the taillight
and auxiliary light are on, but all other
electrical systems are off. The key can
be removed.
The steering must be locked before the

key can be turned to “Ps<”.
ECA11020

CAUTION:

Do not use the parking position for
an extended length of time, other-
wise the battery may discharge.

nil
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L FUNCTIONS

EAU11080
am indicator light “=0”
cator light comes on when the
am of the headlight is switched

EAU11490
trouble warning light “ = ”
'ning light comes on or flashes
 electrical circuit monitoring the
s defective. When this occurs,

Yamaha dealer check the
INosis system.

rning light comes on for a few
- when the key is turned to
it this does not indicate a mal-

3-2

EAU11640

Speedometer unit

1. Speedometer
2. Odometer

3. Tripmeter

4. Reset knob

The speedometer unit is equipped with
a speedometer, an odometer and a
tripmeter. The speedometer shows
riding speed. The odometer shows the
total distance traveled. The tripmeter
shows the distance traveled since it
was last set to zero with the reset knob.
The tripmeter can be used to estimate
the distance that can be traveled with a
full tank of fuel. This information will en-
able you to plan future fuel stops.

nil
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NSTRUMENT AND CONTROL FUNCTIONS

EAU12330 EAU12341
heft alarm (optional) Handlebar switches
odel can be equipped with an  Left
| anti-theft alarm by a Yamaha
Contact a Yamaha dealer for e 7
formation. ™ ]
2 I DI —
= 0 | - 3
= |

1. Pass switch “£0”

2. Dimmer switch “£0/20”
3. Turn signal switch “<a/=>”
4. Horn switch “ b ”

3-3

"
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L FUNCTIONS

ish the switch in after it has re-
) the center position.

EAU12500
vitch “ p-”’
is switch to sound the horn.

EAU12590
vitch “5-/=Daz/e”
switch to “=p gz ” to turn on the
light, meter lighting and tail-
t the switch to “X+” to turn on
llight also. Set the switchto “e”
ff all the lights.

EAU12660
stop switch “O/”
switch to “()” before starting
ne. Set this switch to “i” to
engine in case of an emergen-
as when the vehicle overturns
the throttle cable is stuck.

EAU12710
iitch “®”
is switch to crank the engine
starter.

ECA10050
ON:
ge 5-1 for starting instruc-
jor to starting the engine.

3-4

%

EAU12820

Clutch lever

1. Clutch lever

The clutch lever is located at the left
handlebar grip. To disengage the
clutch, pull the lever toward the handle-
bar grip. To engage the clutch, release
the lever. The lever should be pulled
rapidly and released slowly for smooth
clutch operation.

The clutch lever is equipped with a
clutch switch, which is part of the igni-
tion circuit cut-off system. (See
page 3-10.)

nil
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NSTRUMENT AND CONTROL FUNCTIONS

EAU12890 EAU12941

lever Brake pedal

lever 1. Brake pedal

ke lever is located at the right The brake pedal is on the right side of
ar grip. To apply the front the motorcycle. To apply the rear
ull the lever toward the handle-  brake, press down on the brake pedal.

3-5

"
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L FUNCTIONS

erly installed and locked. BAU13210

Fuel
RNING |

ure that the fuel tank cap is
y installed before riding.

EWA11140

1. Fuel tank filler tube
2. Fuel level

Make sure that there is sufficient fuel in
the tank. Fill the fuel tank to the bottom
of the filler tube as shown.

@ Do not overfill the fuel tank, oth-
erwise it may overflow when the
fuel warms up and expands.

® Avoid spilling fuel on the hot en-
gine.

EWA10880

ECA10070
CAUTION:
Immediately wipe off spilled fuel
with a clean, dry, soft cloth, since

3-6

- all

"
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NSTRUMENT AND CONTROL FUNCTIONS

fuel will extend spark plug life
uce maintenance costs.

3-7

EAU13580
Fuel cock
This model is equipped with a negative
pressure fuel cock. The fuel cock sup-
plies fuel from the tank to the carburetor
while also filtering it.
The fuel cock lever positions are ex-
plained as follows and shown in the il-
lustrations.
ON

1. Arrow mark positioned over “ON”

With the fuel cock lever in this position,
fuel flows to the carburetor when the
engine is running. Turn the fuel cock le-
ver to this position when starting the en-
gine and riding.

nil

Downloaded from www.Manualslib.com manuals search engine

b
o



http://www.manualslib.com/

4]

L FUNCTIONS

EAU13590

Starter (choke) lever “ v ”

A\
CE}

mark positioned over “PRI”

1. Starter (choke) lever “ |v] ”

cates prime. With the fuel cock
his position, the engine can be  Starting a cold engine requires a richer
. Turn the fuel cock lever to this  air-fuel mixture, which is supplied by
when the engine has been al- the starter (choke).

run out of fuel. This sends fuel Move the lever in direction (a) to turn on
to the carburetor, which will the starter (choke).

arting easier. After the engine  Move the lever in direction (b) to turn off
ted, be sure to turn the lever to  the starter (choke).

“RES” if you have not refueled

3-8

"
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NSTRUMENT AND CONTROL FUNCTIONS

EAU14880

ting the shock absorber
blies

r \

) preload adjusting ring

on indicator

shock absorber assembly is
d with a spring preload adjust-

ECA10100
ON:
attempt to turn an adjusting
nism beyond the maximum or
Im settings.

 adjust both shock absorber
olies equally, otherwise poor

EWA10210

3-9

%

handling and loss of stability may
result.

Adjust the spring preload as follows.
To increase the spring preload and
thereby harden the suspension, turn
the adjusting ring on each shock ab-
sorber assembly in direction (a). To de-
crease the spring preload and thereby
soften the suspension, turn the adjust-
ing ring on each shock absorber as-
sembly in direction (b).

NOTE:
Align the appropriate notch in the ad-
justing ring with the position indicator
on the shock absorber.

Spring preload setting:
Minimum (soft):
1
Standard:
2
Maximum (hard):
5

nil
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L FUNCTIONS

y as described below and . . . EAU15311
Yamaha dealer repair it if it Ignition circuit cut-off system

t function properly. The ignition circuit cut-off system (com-
prising the sidestand switch, clutch
switch and neutral switch) has the fol-
lowing functions.
® [t prevents starting when the trans-
mission is in gear and the side-
stand is up, but the clutch lever is
not pulled.
® [t prevents starting when the trans-
mission is in gear and the clutch le-
ver is pulled, but the sidestand is
still down.
® [t cuts the running engine when the
transmission is in gear and the sid-
estand is moved down.
Periodically check the operation of the
ignition circuit cut-off system according
to the following procedure.

If a malfunction is noted, have a
Yamaha dealer check the system be-
fore riding.

EWA10250

3-10

- all
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NSTRUMENT AND CONTROL FUNCTIONS

NOTE:
This check is most reliable if performed with
a warmed-up engine.

on.

The neutral switch may be defective.

The motorcycle should not be ridden until
checked by a Yamaha dealer.

The sidestand switch may be defective.
The motorcycle should not be ridden until
checked by a Yamaha dealer.

The clutch switch may be defective.
The motorcycle should not be ridden until
checked by a Yamaha dealer.

"

- all
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EAU15591

ility. Vital components can start to deteriorate quickly and unexpectedly,
s a result of exposure to the elements). Any damage, fluid leakage or loss
es. Therefore, it is very important, in addition to a thorough visual inspec-

e vehicle is used. Such an inspection can be accomplished in a very short
worth the time involved.

EWA11150

t working properly, have it inspected and repaired before operating

4-1

"
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PRE-OPERATION CHECKS

EAU15601

CHECKS PAGE
uel tank.
3-6
akage.
gine.
commended oil to specified level. 6-8
| leakage.

ve Yamaha dealer bleed hydraulic system.
y.

or wear.
Y. .

€Servoir.

commended brake fluid to specified level.
tem for leakage.

6-19, 6-20 n

ay. 6-17
cessary. 6-16

y.

-ation is smooth.

y. i i
amaha dealer adjust cable free play and lubricate cable 6-12,6-24
-ation is smooth. 6-23

ry.

4-2

%
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CHECKS PAGE
o 6-21, 6-23
y.
and tread depth. 6-13, 6-15
a_tlon is smgoth. 6-24
ing points if necessary.
ation is sm_ooth. 6-24
ng points if necessary.
tion is smooth.
essary. 625
its, bolts and screws are properly tightened. .
ynition circuit cut-off system. 310
, have Yamaha dealer check vehicle.

4-3
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RATION AND IMPORTANT RIDING POINTS

EAU16060
1g a cold engine
r for the ignition circuit cut-off
to enable starting, one of the
g conditions must be met:
e transmission is in the neutral
sition.
e transmission is in gear with
 clutch lever pulled and the sid-
and up.

ARNING |
fore starting the engine,
eck the function of the igni-
n circuit cut-off system ac-
rding to the procedure
scribed on page 3-10.

ver ride with the sidestand
wh.

EWA10290

'n the fuel cock lever to “ON”.
'n the key to “ON” and make
e that the engine stop switch is
1o ‘O

ft the transmission into the neu-
 position.

5-1

%

NOTE:
When the transmission is in the neutral
position, the neutral indicator light
should be on, otherwise have a Yama-
ha dealer check the electrical circuit.

4. Turn the starter (choke) on and
completely close the throttle. (See
page 3-8.)

5. Start the engine by pushing the
start switch.

NOTE:
If the engine fails to start, release the
start switch, wait a few seconds, and
then try again. Each starting attempt
should be as short as possible to pre-
serve the battery. Do not crank the en-
gine more than 10 seconds on any one
attempt.

6. After starting the engine, move the

starter (choke) back halfway.
ECA11040

CAUTION:

For maximum engine life, never ac-
celerate hard when the engine is
cold!

nil

Downloaded from www.Manualslib.com manuals search engine

i

b
o



http://www.manualslib.com/

4]

IT RIDING POINTS

EAU16640 EAU16671
g a warm engine Shifting
1e same procedure as for start-
old engine with the exception
starter (choke) is not required
e engine is warm.

1. Shift pedal

2. Neutral position
Shifting gears lets you control the
amount of engine power available for
starting off, accelerating, climbing hills,
etc.
The gear positions are shown in the il-
lustration.
NOTE:
To shift the transmission into the neu-
tral position, press the shift pedal down
repeatedly until it reaches the end of its
travel, and then slightly raise it.

5-2

+ all
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RATION AND IMPORTANT RIDING POINTS

EAU16800

—?

‘up points: Tips for reducing fuel
t — 2nd: 23 km/h consumption
d — 3rd: 36 km/h Fuel consumption depends largely on

] — 4th: 50 km/h

our riding style. Consider the followin
1 — 5th: 60 km/h y g sty g

tips to reduce fuel consumption:
® Turn the starter (choke) off as

shifting down two gears at a soon as possible.

aduce the Speed according]y @ Shift up SWIf“y, and avoid hlgh en-
own to 35 km/h when shifting gine speeds during acceleration.
1 to 2nd gear). ® Do not rev the engine while shifting

down, and avoid high engine
speeds with no load on the engine.

® Turn the engine off instead of let- E
ting it idle for an extended length of

time (e.g., in traffic jams, at traffic
lights or at railroad crossings).

5-3
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IT RIDING POINTS

Iter element replaced. EAU17200

- Parking
n (600 mi) and beyond When parking, stop the engine, and
icle can now be operated nor-

then remove the key from the main
switch.

ECA10270

L Q) waRNNG|

ngine trouble should occur ¢ gjpce the engine and exhaust

EWA10310

the engine break-in period, system can become very hot,

ately h.ave a Yamaha dealer park in a place where pedestri-

ne vehicle. ans or children are not likely to
touch them.

@ Do not park on a slope or on soft
ground, otherwise the vehicle
may overturn.

5-4
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ODIC MAINTENANCE AND MINOR REPAIR

EAU17340

r's tool kit

/

r's tool kit

ner’s tool kit is located behind
. (See page 6-5.)

vice information included in this
and the tools provided in the
- tool kit are intended to assist
the performance of preventive
1ance and minor repairs. How-
Jditional tools such as a torque
may be necessary to perform
maintenance work correctly.

o not have the tools or experi-
quired for a particular job, have
ha dealer perform it for you.

6-1

%

EWA10350
Modifications not approved by
Yamaha may cause loss of perfor-
mance and render the vehicle un-
safe for use. Consult a Yamaha
dealer before attempting any chang-
es.

nil
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e

ND MINOR REPAIR

EAU17710

hart

ery year, except if a kilometer-based maintenance is performed in-

rvals starting from 6,000 km.
rmed by a Yamaha dealer as they require special tools, data and technical

ODOMETER READING (x 1,000 km
IAINTENANCE JOB ( ) | ANNUAL
1 6 12 18 24 CHECK
I vacuum hose for cracks or dam- J y y y ¥
v v
e.
v
v v
v 4 4 4 v
i Igvel gnd vehicle for fluid leak- v J y y y y
wing this chart.)

Whenever worn to the limit

adjust brake pedal free play. v | v [ v [ v [ vV | v
. Whenever worn to the limit
amage. | v | v [ v | v [ ¥
following this chart.) Every 4 years

6-2

©

+ all
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ODIC MAINTENANCE AND MINOR REPAIR

e

ODOMETER READING (x 1,000 km)

MAINTENANCE JOB ANNUAL
1 6 12 18 24 | CHECK

 tightness and for damage. v v v v
cessary.
nd for damage.
4 v v v v v
oseness or damage. v v v v
| for excessive play. v v v v
denum disulfide grease. Every 24,000 km

Every 1,000 km and after washing the motorcycle or

ear wheel is properly aligned. riding in the rain

and steering for roughness. v | v [ v [ v [ vV |

1-soap-based grease. Every 24,000 km

its, bolts and screws are properly v v v v v n
v v v v v

v v v v v v

| for oil leakage. v v v v

| shock absorbers for oil leakage. 4 4 4 4

) operation. v v v v v v

speed.

ehicle for oil leakage. v v v v v
v v v

6-3

- all

©

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

e

el

—?

ND MINOR REPAIR

ODOMETER READING (x 1,000 km
IAINTENANCE JOB ( ) | ANNUAL
1 6 12 18 24 CHECK
v v v v v
n v v v v v v

EAU18660

u are riding in unusually wet or dusty areas.

he brake fluid level.
1ents of the brake master cylinder and caliper, and change the brake fluid.
nd if cracked or damaged.

6-4

"
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) this section each time a panel
o0 be removed and installed.

EAU32471

—?

A

ove the panel
move the bolt.

To install the panel
/@ 1. Secure the front of the panel, and
then push the rear of the panel in.

| the rear of the panel out, and
n slide the panel forward to re-
se it in the front.

2. Install the bolt.
Panel B
To remove the panel

1. Slide the panel lock cover open, in-
sert the key into the lock, and then
turn it 1/4 turn clockwise.

6-5

- all
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1 push the rear of the panel in . EAU19543
| the key inserted in the lock. Checking the SPe_“'k plugs .
The spark plugs are important engine

components, which are easy to check.
Since heat and deposits will cause any
spark plug to slowly erode, the spark
plugs should be removed and checked
in accordance with the periodic mainte-
nance and lubrication chart. In addition,
the condition of the spark plugs can re-
veal the condition of the engine.

n the key counterclockwise to 10 remove a spark plug
1. Remove the spark plug cap.

original position, remove it, and
1 close the panel lock cover.

1. Spark plug cap

2. Remove the spark plug as shown,
with the spark plug wrench includ-
ed in the owner’s tool kit.

6-6

+ all
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Je erosion and excessive car-
1 or other deposits, and replace
necessary.

ecified spark plug:
NGK/CR7HSA
DENSO/U22FSR-U

all a spark plug

asure the spark plug gap with a
e thickness gauge and, if nec-
sary, adjust the gap to specifica-
1.

. plug gap

ark plug gap:
0.6—0.7 mm (0.024-0.028 in)

an the surface of the spark plug

6-7

%

gasket and its mating surface, and
then wipe off any grime from the
spark plug threads.

3. Install the spark plug with the
spark plug wrench, and then tight-
en it to the specified torque.

Tightening torque:
Spark plug:

12.5 Nm (1.25 m-kgf, 9 ft-bf)

NOTE:
If a torque wrench is not available when
installing a spark plug, a good estimate
of the correct torque is 1/4—1/2 turn
past finger tight. However, the spark
plug should be tightened to the speci-
fied torque as soon as possible.

4. Install the spark plug cap.

nil
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to collect the used oil.
ine oil should be between the 3. Remove the engine oil filler cap
n and maximum level marks. and drain bolt to drain the oil from
the crankcase.

/-

» 0il level check window
um level mark
im level mark

1. Engine oil filler cap

e engine oil is below the mini-

M level mark, add sufficient oil

1e recommended type to raise
the correct level.

nge the engine oil (with or
oil filter element replace-

t the engine, warm it up for
eral minutes, and then turn it 1. Engine oil drain bolt

NOTE:
ce an oil pan under the engine  Skip steps 46 if the oil filter element is

6-8

4 all
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tall the oil filter element cover by
talling the bolts, then tightening
m to the specified torque.

tening torque:
filter element cover bolt:
10 Nm (1.0 mkgf, 7.2 ft-Ibf)

ure that the O-ring is properly

tall the engine oil drain bolt, and
n tighten it to the specified
jue.

tening torque:
gine oil drain bolt:
34 Nm (3.4 m-kgf, 24.5 ft:Ibf)

d the specified amount of the
ommended engine oil, and then
tall and tighten the oil filler cap.

6-9

Recommended engine oil:
See page 8-1.
Oil quantity:
With oil filter element replace-
ment:
1.60 L (1.69 US qt)
(1.41 Imp.qt)
Without oil filter element re-
placement:
1.40L (1.48 US qt)
(1.23 Imp.qt)

ECA11620
CAUTION:

o In order to prevent clutch slip-
page (since the engine oil also
lubricates the clutch), do not
mix any chemical additives. Do
not use oils with a diesel speci-
fication of “CD” or oils of a high-
er quality than specified. In
addition, do not use oils labeled
“ENERGY CONSERVING II” or
higher.

o Make sure that no foreign mate-
rial enters the crankcase.

9. Start the engine, and then let it idle

nil
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EAU32401
ng the air filter element
Iter element should be cleaned
tervals specified in the periodic
ance and lubrication chart.
e air filter element more fre-
if you are riding in unusually
usty areas.
nove the air filter case by re-
/ing the bolts and loosening the
np screw.

screw

nove the air filter case cover by
oving the screws.

6-10

%

1. Screw

3. Remove the air filter element by
removing the screws.

1. Air filter element
2. Screw
4. Lightly tap the air filter element to
remove most of the dust and dirt,
and then blow the remaining dirt

nil
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lling the screws.
tall the air filter case by install-
the bolts, then tightening the

mp screw.

EAU21280
Adjusting the carburetor
The carburetor is an important part of
the engine and requires very sophisti-
cated adjustment. Therefore, most car-
buretor adjustments should be left to a
Yamaha dealer, who has the neces-
sary professional knowledge and expe-
rience. The adjustment described in the
following section, however, may be ser-
viced by the owner as part of routine

maintenance.
ECA10550

CAUTION:

The carburetor has been set and ex-
tensively tested at the Yamaha fac-
tory. Changing these settings
without sufficient technical knowl-
edge may result in poor perfor-
mance of or damage to the engine.

nil
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EAU21380

Adjusting the throttle cable
free play

e stop screw

jine idling speed:
250-1450 r/min 1. Throttle cable free play

The throttle cable free play should mea-
ecified idling speed cannot be  sure 3.0-5.0 mm (0.12-0.20 in) at the
| as described above, have a throttle grip. Periodically check the

 dealer make the adjustment.  throttle cable free play and, if neces-
sary, have a Yamaha dealer adjust it.
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EAU21540

imize the performance, durabil-
safe operation of your motorcy-
e the following points regarding
cified tires.

pressure

air pressure should be checked
ecessary, adjusted before each

EWA10500
e tire air pressure must be
ecked and adjusted on cold
s (i.e., when the temperature
the tires equals the ambient
nperature).
e tire air pressure must be ad-
ted in accordance with the
ing speed and with the total
ight of rider, passenger, car-
, and accessories approved
'this model.

6-13

%

Tire air pressure (measured on
cold tires):

0.0-90.0 kg (0—198 Ib) :

Front:

175 kPa (25 psi) (1.75 kgf/cm?)
Rear:

200 kPa (29 psi) (2.00 kgf/cm?)
90.0-183.0 kg (198-404 Ib) :
Front:

175 kPa (25 psi) (1.75 kgf/cm?)
Rear:

200 kPa (29 psi) (2.00 kgf/cm?)
Maximum load*:

183.0 kg (404 Ib)

* Total weight of rider, passenger,
cargo and accessories

EWA11020
4\ WARNING.
Because loading has an enormous
impact on the handling, braking,
performance and safety characteris-
tics of your motorcycle, you should
keep the following precautions in
mind.
e NEVER OVERLOAD THE MO-
TORCYCLE! Operation of an

nil
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pection

2ad depth

Jewall

5 must be checked before each
e center tread depth reaches
ified limit, if the tire has a nail or
gments in it, or if the sidewall is
- have a Yamaha dealer re-
e tire immediately.

limum tire tread depth (front
| rear):
.6 mm

tread depth limits may differ
Intry to country. Always comply
local regulations.

6-14

%

Tire information
This motorcycle is equipped with tube
tires.

® The front and rear tires should
be of the same make and de-
sign, otherwise the handling
characteristics of the vehicle
cannot be guaranteed.

o After extensive tests, only the
tires listed below have been
approved for this model by
Yamaha Motor Co., Lid.

EWA10460

nil
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ge and experience.

s not recommended to patch
punctured tube. If unavoid-
le, however, patch the tube
'y carefully and replace it as
on as possible with a
jh-quality product.

6-15

EAU21940
Spoke wheels
To maximize the performance, durabil-
ity, and safe operation of your motorcy-
cle, note the following points regarding
the specified wheels.

® The wheel rims should be checked
for cracks, bends or warpage, and
the spokes for looseness or dam-
age before each ride. If any dam-
age is found, have a Yamaha
dealer replace the wheel. Do not
attempt even the smallest repair to
the wheel. A deformed or cracked
wheel must be replaced.

® The wheel should be balanced n
whenever either the tire or wheel
has been changed or replaced. An
unbalanced wheel can result in
poor performance, adverse han-
dling characteristics, and a short-
ened tire life.

@ Ride at moderate speeds after
changing a tire since the tire sur-
face must first be “broken in” for it
to develop its optimal characteris-
tics.

nil
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4]

e specified clutch lever free
/ could be obtained as de-
bed above, tighten the locknut
| skip the rest of the procedure,
2rwise proceed as follows.

y turn the adjusting bolt at the
ch lever in direction (a) to loos-
he clutch cable.

sen the locknut at the crank-

it (crankcase)
ing nut

increase the clutch lever free
/, turn the adjusting nut in direc-
(a). To decrease the clutch le-
free play, turn the adjusting nut
irection (b).

6-16

%

7. Tighten the locknut at the clutch le-

ver and the crankcase.
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]

hten the locknut.

ARNING.
er adjusting the brake lever
e play, check the free play
d make sure that the brake is
rking properly.

soft or spongy feeling in the
ke lever can indicate the
»sence of air in the hydraulic
stem. If there is air in the hy-
aulic system, have a Yamaha
aler bleed the system before
erating the motorcycle. Air in
 hydraulic system will dimin-
 the braking performance,
ich may result in loss of con-
| and an accident.

EWA10630

EAU22201

Adjusting the brake pedal
position and free play

S

1. Footrest
2. Brake pedal position

EWA10670
A\ WARNING n

It is advisable to have a Yamaha
dealer make these adjustments.

Brake pedal position
The top of the brake pedal should be
positioned approximately 76.6 mm
(3.02in) above the top of the footrest as
shown. Periodically check the brake
pedal position and, if necessary, adjust
it as follows.

1. Loosen the locknut at the brake

b
o

nil

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

9

ND MINOR REPAIR

e pedal free play and, if neces-
just it as follows.

1. Brake pedal free play adjusting nut

pedal free play A\ WARNING |

EWA10680

ase the brake peda| free play, o After adjusting the drive chain
adjusting nut at the brake rod in slack or removing and installing
 (a). To decrease the brake the rear wheel, always check the
e play, turn the adjusting nut in brake pedal free play.

 (b). e If proper adjustment cannot be

obtained as described, have a
Yamaha dealer make this ad-
justment.

o After adjusting the brake pedal
free play, check the operation of
the brake light.

6-18

- all
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EAU22380
(ing the front brake pads
ar brake shoes
1t brake pads and the rear brake
nust be checked for wear at the
s specified in the periodic main-
» and lubrication chart.

EAU22420

rake pads

indicator groove

ont brake pad is provided with a
dicator groove, which allows
heck the brake pad wear with-
ing to disassemble the brake.
ck the brake pad wear, check
ar indicator groove. If a brake
5 worn to the point that the wear
r groove has almost disap-

6-19

%

peared, have a Yamaha dealer replace

the brake pads as a set.

Rear brake shoes

\

1. Wear limit line
2. Wear indicator

EAU22540

The rear brake is provided with a wear n
indicator, which allows you to check the

brake shoe wear without having to dis-
assemble the brake. To check the
brake shoe wear, check the position of
the wear indicator while applying the
brake. If a brake shoe has worn to the
point that the wear indicator reaches
the wear limit line, have a Yamaha
dealer replace the brake shoes as a

set.
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cylinder is level by turning the
dlebars.

 only the recommended quality
e fluid, otherwise the rubber
Is may deteriorate, causing
cage and poor braking perfor-
ce.

commended brake fluid:
)OT 4

ill with the same type of brake
l. Mixing fluids may result in a
mful chemical reaction and
] to poor braking performance.
careful that water does not en-
the master cylinder when refill-
Water will significantly lower
boiling point of the fluid and
/ result in vapor lock.
ke fluid may deteriorate paint-
surfaces or plastic parts. Al-
s clean up spilled fluid
1ediately.
the brake pads wear, it is nor-
for the brake fluid level to grad-
y go down. However, if the

6-20

%

brake fluid level goes down sud-
denly, have a Yamaha dealer

check the cause.
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EAU22760
chain slack
ive chain slack should be
J before each ride and adjusted
sary.

EAU22770

ck the drive chain slack

ce the motorcycle on a level
face and hold it in an upright po-
on.

hecking and adjusting the drive
lack, the motorcycle should be
ed straight up and there should
ieight on it.

ft the transmission into the neu-
 position.

ve the rear wheel by pushing
' motorcycle to locate the tight-
portion of the drive chain, and
n measure the drive chain slack
shown.

ve chain slack:
30.0-40.0 mm (1.18-1.57 in)

6-21

%

(L,/ [ DO

A

1. Drive chain slack

(@)
~— O
\/
HD: I, G G

4. If the drive chain slack is incorrect,

adjust it as follows.

To adjust the drive chain slack

1. Loosen the brake pedal free play
adjusting nut, axle nut, and locknut

EAU22821

at each end of the swingarm.
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ngarm in direction (b), and then
h the rear wheel forward.

1e alignment marks on each
the swingarm, make sure that
usting nuts are in the same po-
- proper wheel alignment.

hain slack adjusting nut
ient marks
it

ECA10570

ON:
ar drive chain slack will over-
 engine as well as other vital
the motorcycle and can lead
n slippage or breakage. To
this from occurring, keep

6-22

%

the drive chain slack within the
specified limits.

3. Tighten both locknuts and the axle
nut to the specified torques.

Tightening torques:
Locknut:
16 Nm (1.6 m-kgf, 11.6 ft:Ibf)
Axle nut:
104 Nm (10.4 m-kgf, 75 ft:Ibf)

4. Adjust the brake pedal free play.
(See page 6-17.)

After adjusting the brake pedal free
play, check the operation of the
brake light.

EWA10660

nil
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ECA11110
ON:
use engine oil or any other lu-
s for the drive chain, as they
ntain substances that could
e the O-rings.

6-23

EAU23100
Checking and lubricating the
cables
The operation of all control cables and
the condition of the cables should be
checked before each ride, and the ca-
bles and cable ends should be lubricat-
ed if necessary. If a cable is damaged
or does not move smoothly, have a
Yamaha dealer check or replace it.

Recommended lubricant:

Engine oil

EWA10720
Damage to the outer sheath may in-
terfere with proper cable operation
and will cause the inner cable to
rust. Replace a damaged cable as
soon as possible to prevent unsafe
conditions.

nil
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EAU23131 EAU23140

ing and lubricating the Checking and lubricating the
and shift pedals brake and clutch levers

ration of the brake and shift  The operation of the brake and clutch
hould be checked before each levers should be checked before each
| the pedal pivots should be lu-  ride, and the lever pivots should be lu-

if necessary. bricated if necessary.
commended lubricant: Recommended lubricant:
ithium-soap-based grease Lithium-soap-based grease
all-purpose grease) (all-purpose grease)

6-24
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EAU23271
iing the front fork
dition and operation of the front
st be checked as follows at the
s specified in the periodic main-
» and lubrication chart.
ck the condition

ly support the vehicle so that
> no danger of it falling over.

EWA10750

the inner tubes for scratches,
> and excessive oil leakage.

ck the operation

ce the vehicle on a level sur-
e and hold it in an upright posi-
1.

ile applying the front brake,
sh down hard on the handlebars
/eral times to check if the front
K compresses and rebounds
oothly.

6-25

%

ECA10590
CAUTION:
If any damage is found or the front
fork does not operate smoothly,
have a Yamaha dealer check or re-

pair it. n

nil
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EAU23290
Checking the wheel bearings
The front and rear wheel bearings must
be checked at the intervals specified in
the periodic maintenance and lubrica-
tion chart. If there is play in the wheel
hub or if the wheel does not turn
smoothly, have a Yamaha dealer check
the wheel bearings.

6-26

"
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EWA10760
ctrolyte is poisonous and
ngerous since it contains sul-
ic acid, which causes severe
rns. Avoid any contact with
n, eyes or clothing and al-
ys shield your eyes when
rking near batteries. In case
contact, administer the fol-
ving FIRST AID.
=XTERNAL: Flush with plenty
f water.

NTERNAL: Drink large quan-
ities of water or milk and im-
nediately call a physician.
=YES: Flush with water for 15
ninutes and seek prompt
nedical attention.

tteries produce explosive hy-
)gen gas. Therefore, keep
arks, flames, cigarettes, etc.,
ay from the battery and pro-
le sufficient ventilation when
arging it in an enclosed
ace.

6-27

%

o KEEP THIS AND ALL BATTER-
IES OUT OF THE REACH OF
CHILDREN.

To charge the battery
Have a Yamaha dealer charge the bat-
tery as soon as possible if it seems to
have discharged. Keep in mind that the
battery tends to discharge more quickly
if the vehicle is equipped with optional
electrical accessories.
To store the battery
1. If the vehicle will not be used for
more than one month, remove the
battery, fully charge it, and then
place it in a cool, dry place. n
2. If the battery will be stored for more
than two months, check it at least
once a month and fully charge it if
necessary.
3. Fully charge the battery before in-
stallation.
4. After installation, make sure that
the battery leads are properly con-
nected to the battery terminals.

nil
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EAU23522

—?

ing the fuses

1. Main fuse

2. Spare main fuse
)OX 3. Headlight fuse
. 4. Ignition fuse
n fuse and the fuse box, which 5. Signaling system fuse
 the fuses for the individual cir- 6. Carburetor heater fuse

> located behind panel A. (See /- SPare fuse

.) Specified fuses:
is blown, replace it as follows. M%IS Buze:
n the I.<ey tg “QF_F and t_urn off Hea dlight fuse:
electrical circuit in question. 15.0 A
nove the blown fuse, and then Signaling system fuse:
all a new fuse of the specified Igrliﬁ'ocl)’]?use:
erage. 10.0A

Carburetor heater fuse:

10.0 A
ECA10640
CAUTION:

Do not use a fuse of a higher amper-
6-28
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EAU23791

cing the headlight bulb
bdel is equipped with a quartz
adlight. If the headlight bulb
ut, replace it as follows.

move the headlight unit by re-
ving the screws.

i)

7 2(x2)

ight unit
/

connect the headlight coupler,
1 then remove the bulb cover.

6-29

1. Bulb cover

3. Unhook the headlight bulb holder,
and then remove the defective
bulb.

"

nil
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bulb life will be adversely af- ) . EAU24131
Thoroughly clean off any dirt Replacing the tail/brake light
gerprints on the headlight bulb

ing a cloth moistened with al- 1. Remove the tail/brake light lens by
r thinner. removing the screws.

1. Tail/brake light lens

‘touch the glass part of the bulb. 2. Screw

all the headlight bulo cover, 2 Remove the defective bulb by
 then connect the coupler. pushing it in and turning it counter-
the screws.

’e a Yamaha dealer adjust the
dlight beam if necessary.

6-30
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EAU24210

cing a turn signal light

move the turn signal lens by re-
ving the screws.

2(x2)

ignal light lens
/

move the defective bulb by
shing it in and turning it counter-
ckwise.

6-31

1. Turn signal light bulb

3. Insert a new bulb into the socket,
push it in, and then turn it clock-

wise until it stops.

4. Install the lens by installing the

Screws.

CAUTION:

Do not overtighten the screws, oth-

erwise the lens may break.
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front of the rear wheel or under EAU24360
e of the swingarm. Front wheel

EAU24600

To remove the front wheel

o It is advisable to have a Yamaha
dealer service the wheel.

@ Securely support the motorcy-
cle so that there is no danger of
it falling over.

EWA10820

1. Disconnect the speedometer ca-
ble from the front wheel.

1. Speedometer cable

2. Loosen the front wheel axle pinch
bolt, then the wheel axle.

6-32

4 all
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tions mesh with the slots.

1
1. Retainer

Jometer gear unit 3. Insert the wheel axle.
the wheel up between the fork 4. Lower the front wheel so that it is
S. on the ground.

5. Tighten the wheel axle to the spec-
ure that there is enough space ified torque. n
n the brake pads before insert-

brake disc and that the slot in Tightening torque:
Wheel axle:

edometer gear unit fits over the 59 Nm (5.9 m-kgf, 42.7 ft-Ibf)
“on the fork leg.

6. Tighten the front wheel axle pinch
bolt to the specified torque.

Tightening torque:
Front wheel axle pinch bolt:
20 Nm (2.0 m-kgf, 14.5 ft-Ibf)

7. Push down hard on the handlebar
6-33

- all
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4]

EAU25080

/heel

EAU25430

yve the rear wheel

- advisable to have a Yamaha
ler service the wheel.

urely support the motorcy-
so that there is no danger of
lling over.

EWA10820

sen the axle nut and the brake
ue rod nut at the brake shoe

ut

the rear wheel off the ground
ording to the procedure on
e 6-32.

6-34

%

3. Disconnect the brake torque rod
from the brake shoe plate by re-
moving the nut and the bolt.

4. Remove the brake pedal free play
adjusting nut, and then disconnect
the brake rod at the brake cam-
shaft lever.

@]I —

o /=

1. Brake torque rod bolt and nut

2. Brake torque rod

3. Brake pedal free play adjusting nut
4. Brake rod

5. Brake camshaft lever

5. Loosen the locknut and the drive
chain adjusting nut on both ends of
the swingarm.

nil
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]

ODIC MAINTENANCE AND MINOR REPAIR

e nut.

tall the drive chain onto the rear
ocket, and then adjust the drive
in slack. (See page 6-21.)

ver the rear wheel so that it is
the ground.

tall the brake rod onto the brake
nshaft lever, and then install the
ke pedal free play adjusting nut
o the brake rod.

nnect the brake torque rod to
brake shoe plate by installing
 bolt and the nut, and then tight-
the nut to the specified torque.

tening torque:
ake torque rod nut:
23 Nm (2.3 mkgf, 17 ft-Ibf)

hten the axle nut to the speci-
] torque.

tening torque:
le nut:
104 Nm (10.4 m-kgf, 75 ft-Ibf)

just the brake pedal position
1 free play. (See page 6-17.)

6-35

%

EWA10660
After adjusting the brake pedal free
play, check the operation of the
brake light.

nil
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ODIC MAINTENANCE AND MINOR REPAIR

EAU25891

EWA10840

ile checking or working on the fuel system.

~| Check the compression.

The engine does not start.
Check the compression.

- Supply fuel. -

- Check the ignition.

.| Have a Yamaha dealer
check the vehicle.

ry cloth and correct the Open the throttle halfway and operate
or replace the spark plugs. the electric starter.

The engine does not start.
Check the battery.

dealer check the vehicle.

The battery is good. -
The engine does not start.

Have a Yamaha dealer
Check the battery lead connections, check the vehicle.
and charge the battery if necessary.

6-37
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TORAGE

el

sh, but never apply such prod-
5 onto seals, gaskets, sprock-

the drive chain and wheel
2s. Always rinse the dirt and de-
aser off with water.

g

ON:

id using strong acidic wheel
aners, especially on spoked
sels. If such products are
d on hard-to-remove dirt, do
leave the cleaner on the af-
led area any longer than in-
icted. Also, thoroughly rinse
area off with water, immedi-
y dry it, and then apply a cor-
ion protection spray.

roper cleaning can damage
dshields, cowlings, panels
| other plastic parts. Use only
oft, clean cloth or sponge
1 mild detergent and water to
an plastic.

not use any harsh chemical
ducts on plastic parts. Be
e to avoid using cloths or

7-1

%

ECA10770

sponges which have been in
contact with strong or abrasive
cleaning products, solvent or
thinner, fuel (gasoline), rust re-
movers or inhibitors, brake flu-
id, antifreeze or electrolyte.

Do not use high-pressure wash-
ers or steam-jet cleaners since
they cause water seepage and
deterioration in the following ar-
eas: seals (of wheel and swing-
arm bearings, fork and brakes),
electric components (couplers,
connectors, instruments,
switches and lights), breather
hoses and vents.

For motorcycles equipped with
a windshield: Do not use strong
cleaners or hard sponges as
they will cause dulling or
scratching. Some cleaning com-
pounds for plastic may leave
scratches on the windshield.
Test the product on a small hid-
den part of the windshield to
make sure that it does not leave

nil
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MOTORCYCLE CARE AND STORAGE

and a mild detergent, after the
jine has cooled down.

ECA10790
ON:
use warm water since it in-
s the corrosive action of the

er drying the motorcycle, apply
orrosion protection spray on all
tal, including chrome- and nick-
lated, surfaces to prevent cor-
ion.

leaning

/ the motorcycle with a chamois
an absorbing cloth.

mediately dry the drive chain
1 lubricate it to prevent it from
ting.

e a chrome polish to shine
ome, aluminum and stain-
s-steel parts, including the ex-
ist system. (Even the thermally
uced discoloring of stain-
s-steel exhaust systems can be
noved through polishing.)
prevent corrosion, it is recom-

7-2

%

® Make sure that there is no oil or

mended to apply a corrosion pro-
tection spray on all metal,
including chrome- and nickel-plat-
ed, surfaces.

. Use spray oil as a universal clean-

er to remove any remaining dirt.

. Touch up minor paint damage

caused by stones, etc.

. Wax all painted surfaces.
. Let the motorcycle dry completely

before storing or covering it.

EWA10930

wax on the brakes or tires. If
necessary, clean the brake
discs and brake linings with a
regular brake disc cleaner or ac-
etone, and wash the tires with
warm water and a mild deter-
gent.

Before operating the motorcy-
cle test its braking performance

nil
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TORAGE

EAU26190
e
rm
store your motorcycle in a cool,
e and, if necessary, protect it

dust with a porous cover.
ECA10810

ON:
ring the motorcycle in a
rly ventilated room or cover-
it with a tarp, while it is still
, will allow water and humid-
o seep in and cause rust.
prevent corrosion, avoid
np cellars, stables (because
the presence of ammonia)
| areas where strong chemi-
5 are stored.

rm
toring your motorcycle for sev-
iths:
ow all the instructions in the
re” section of this chapter.
motorcycles equipped with a
cock that has an “OFF” posi-
: Turn the fuel cock lever to
F”.

7-3

%

3. Drain the carburetor float chamber

by loosening the drain bolt; this will
prevent fuel deposits from building
up. Pour the drained fuel into the
fuel tank.

. Fill up the fuel tank and add fuel

stabilizer (if available) to prevent
the fuel tank from rusting and the
fuel from deteriorating.

. Perform the following steps to pro-

tect the cylinders, piston rings, etc.

from corrosion.

a. Remove the spark plug caps
and spark plugs.

b. Pour ateaspoonful of engine oil
into each spark plug bore.

c. Install the spark plug caps onto
the spark plugs, and then place
the spark plugs on the cylinder
head so that the electrodes are
grounded. (This will limit spark-
ing during the next step.)

d. Turn the engine over several
times with the starter. (This will
coat the cylinder walls with oil.)

e. Remove the spark plug caps

nil
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MOTORCYCLE CARE AND STORAGE

ce and charge it once a month.

not store the battery in an ex-
ssively cold or warm place (less
n 0 °C or more than 30 °C). For
re information on storing the
tery, see page 6-27.

any necessary repairs before
the motorcycle.

7-4
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oil:

10W30 or SAE10W40 or SAE15W40
AE20W40 or SAE20W50
10 20 30 40 50°C
| | | | |
AE 10W-30
SAE 10W-40
SAE 15W-40
“'SAE 20W-40"
i SAE 20W-50

mended engine oil grade:

service SE, SF, SG type or higher
oil quantity:

oil filter element replacement:

L (1.48 US qt) (1.23 Imp.qt)

filter element replacement:

L (1.69 US qt) (1.41 Imp.qt)

.

“element:

clement

mended fuel:

ular unleaded gasoline only

K capacity:

L (2.91 US gal) (2.42 Imp.gal)
serve amount:

- (0.90 US gal) (0.75 Imp.gal)

8-1

%

Carburetor:

Manufacturer:
MIKUNI

Type x quantity:
BDS26 x 1

Spark plug(s):

Manufacturer/model:
NGK/CR7HSA

Manufacturer/model:
DENSO/U22FSR-U

Spark plug gap:
0.6-0.7 mm (0.024—0.028 in)

Clutch:

Clutch type:
Wet, multiple-disc

Transmission:

Primary reduction system:
Spur gear

Primary reduction ratio:
85/25 (3.400)

Secondary reduction system:
Chain drive

Secondary reduction ratio:
59/16 (3.688)

Transmission type:
Constant mesh 5-speed

Operation:
Left foot operation

Gear ratio:

1st:

37/14 (2.643)
2nd:

32/19 (1.684)
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SPECIFICATIONS

g:
um load:

.0 kg (404 Ib)

reight of rider, passenger, cargo
essories)

‘pressure (measured on cold

g condition:
-90.0 kg (0—198 Ib)

kPa (25 psi) (1.75 kgficm?)

kPa (29 psi) (2.00 kgf/cm?)
g condition:
)-183.0 kg (198-404 Ib)

kPa (25 psi) (1.75 kgficm?)

kPa (29 psi) (2.00 kgf/cm?)
rheel:
type:
ke wheel
Ze.
1.60
heel:
type:
ke wheel
AN
1/C x MT3.00

8-2

%

Front brake:
Type:
Single disc brake
Operation:
Right hand operation
Recommended fluid:
Dot 4
Rear brake:
Type:
Drum brake
Operation:
Right foot operation
Front suspension:
Type:
Telescopic fork
Spring/shock absorber type:
Coil spring/oil damper
Wheel travel:
140.0 mm (5.51 in)
Rear suspension:
Type:
Swingarm
Spring/shock absorber type:
Coil spring/oil damper
Wheel travel:
100.0 mm (3.94 in)
Electrical system:
Ignition system:
Transistorized coil ignition (digital)
Charging system:
A.C. magneto
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ht fuse:

A

1g system fuse:
A

fuse:

A

2tor heater fuse:
A

8-3
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CONSUMER INFORMATION

EAU26380 EAU26400

ntification number Vehicle identification number

lentification number 1. Vehicle identification number

ey identification number is The vehicle identification number is
d into the key tag. Record this stamped into the steering head pipe.
“in the space provided and use  Record this number in the space pro-
ference when ordering a new vided.
NOTE:
The vehicle identification number is
used to identify your motorcycle and
may be used to register your motorcy-
cle with the licensing authority in your

9-1
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